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FLAIL MULCHER FOR VINEYARDS, ORCHARDS AND
OTHER CROPS, PME

The PME flail mulcher is designed for universal use. The extremely flat design and the lowered drive are ideal for
the use in fruit growing. A use at the front or rear is possible without any effort. The serial 3-point linear sideshift
adjustment with large setting range allows lateral extension at the tractor. A powerful model for mulching and
shredding prunings. As the PME is mounted closely to the tractor, the weight distribution is advantageous and
guarantees a good manoeuvrability. The mulched material is spread out evenly behind the rear roller.

TECHNICAL DATA

  PME 155 PME 180 PME 200 PME 220

„Y“-TYPE BLADES: PCS. 48 54 60 66

System flails: pcs. 12 14 16 16

Working width : m 1,55 1,80 2,00 2,20

Overall width: m 1,74 1,98 2,18 2,38
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  PME 155 PME 180 PME 200 PME 220

Housing height drive side : mm 594 594 594 594

Housing height offset side : mm 517 517 517 517

Max. lateral offset from tractor centre: m 1,06 1,30 1,40 1,50

Power requirement*: from kW / hp 37 / 50 37 / 50 37 / 50 37 / 50

Rpm of PTO: rpm 540 / 1.000 – depending on equipment

Weight**: approx. kg 660 720 780 830

* The power requirement also depends upon the grass density and grass height *** Weight may differ according to
equipment
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